
ELP LOW PROFILE PLATFORM SCALE
Model: ELP-700

Scales and Baseworks

General Specifications

*Known as ELP-1200 when trade approved

 
LIT: PS-01/21A&D Australasia Pty Ltd 

Low profile design allows for easy access
Painted steel platform ideal for dry areas
Loadcell cable 5m 
Trade Approval NMI #6/9C/220B*
Ramp option available 
Not suitable for pit mount

ELP-700 PLATFORM SCALE SPECIFICATIONS
Capacity (Trade mode)

Capacity (non Trade mode)

Indicator combination

Platform Size

Platform Height

Platform Weight

Load cells

Platform material

Power requirements

Levelling of platform

Lifting operation option

Trade approved at 600kg x 0.2kg or 300kg x 0.1kg

1000kg x 0.1kg

AD-4406 weighing indicator

700 mm x 700 mm

120 mm +/- 10 mm

Approximately 49kg

4 x ADA-K500 load cells covered by NMI S536

Black powder coated mild steel

Indicator requires C size batteries or TB-200A adaptor

Legs can be adjusted
Lifting Lug holes are tapped in the surface of the platform to 
accommodate lifting eyes
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Specifications are subject to change without notice

eneral Specifications
Low profile design allows for easy access
Painted steel platform ideal for dry areas
Loadcell cable 5m
Trade Approval NMI #6/9C/220B*
Ramp option available
Not suitable for pit mount
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